
5

5

4

4

3

3

2

2

1

1

D D

C C

B B

A A

No changes on this
side of PT. Filament
winding not shown.

RED

RED

YEL
Standby

360V (no load) &
234 ohms (red to red)

AC

[DC]

?? [228]

0.5 [0.0]

peak-to-peak 200Hz sine wave input, all controls
at maximum (measured with oscilloscope)

idle, with  respect to chassis ground

Gain

Voltage readings

[2]

BLU

BRN GRN

BLK

Master

Volume

Bass Treble

[376] [369] [365] [365]

?? [244] ?? [245]

[1.8] [1.8]

Conjunctive Filter
(not installed)

[29]

[0]

[365]

[370]

The Electron is a rebuild of an Electar Tube 10.  The box, chassis
and power supply are re-used.  The new circuitry is built on an
eyelet circuit card and the additional tube is located where the
Tube 10 Preamp Out jack was.  The Hammond 125CSE is mounted
'outside' the chassis (i.e., inside the speaker area) on the
opposite end from the power transformer.
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A B C D

D A

B

C C

C14
2.2n

C9

1n

R17
470/5W

D8

1N4007

D1
10V/5W Zener

+ C1
100u

LS1

4 ohm

R3

1k/1W

R6
500k-A

R13
100k

J4
Ext. Speaker

12 4

R22

120k

R23
47k

V1A
12AX7

2,7

3,8

1,6

C10

10n
R18
470/5W

D9

1N4007

D2
10V/5W Zener

T2

125CSE

1 5

4 8

V2B
12AX7A7

8

6

+ C2
47u

C6

22n

SW1

SPST

R23
499k

R3
100k

R14
1k5

R7
500k-A

C11
470p

R19
6.8k/5W

D6

1N4007

R4
1k5

D3
10V/5W Zener

J3

Guitar In

1
2
3

+ C3
10u

R11

68k

R15
1.5k

+ C5
10u/50V

R24

-- 0 --

V2A
12AX7A2

3

1

R8
1M-A

C12
4.7n

D7

1N4007

V3

6V6 or 6L6

3

5
4

8

D4
10V/5W Zener

R1

1k/5W

+ C4
10u

R20
220k

T1

Electar PT

1 5

6

4 8

R10
1M

C13

10n

C8

22n

R16

1.5k

R5
500k-A

+ C16
22u/25V

R9
250k-A

R2

1k/5W

D5
10V/5W Zener

R12
100k

R25
220k/2W

R21
22k


